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SL SERIES

STANDARD FEATURES

7,000 Ib Axles

Power Tilt (Pump, Battery, & Poly Box)

2-5/16” Adjustable Coupler

12K Spring Return Jack (8K Drop Leg on SL12’)

16" E Range 10 Ply Tires (235/80R16)

4 D-Ring Tie Downs (6,000 Ib. work load rating)

16” Wide Mesh Traction Strips

LED Lights

7 Gauge (3/16”) Steel Deck

Self Adjusting Electric Brakes

7 Gauge Sides 12” High on SL-RA Model

5° Beavertail on SL 14-20 Models

1/4” Sides 18” High Front on SL 14-20 Models

PPG Industrial Grade Poly Primer & Paint

SL12-

RA

. . R Bed | Tilt
Model Bed Size |Weight |Payload*| GVWR Axle Height | Angle
SL12-RA | 52"X 12 | 1880 | 5820 | 7700 | 7000 Rotating | 155" | 4°
SL14 795" X 14’ | 3100 | 12300 9°
SL16 795" X 16' | 3265 | 12135 . 75
SL18 79.5° X 18" | 3400 | 12000 | 1°#00 | 2-7000 Spring | 14 6°
SL20 795" X 20' | 3565 | 11835 4.5°

*Payload may vary due to options and materials used.
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